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1 Requirements

To use the CANopenToolsuite (or parts of it like CANMaster, FirmwareMaster, etc.) beware of the following
requirements:
= Operating system: Windows XP, Windows 7, Windows 8
= .NET Framework 3.5
= VCl driver version 3.2 or higher (Windows XP), VCI Driver 3.5.1 or higher (Windows 7, Windows 8),
(http://www.ixxat.de/download vci v3 de.html)

Important:  In order to install software and drivers administrator rights are needed.
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2 Windows XP (32bit/64bit)
2.1 .NET Framework 3.5

Download the .Net Framework 3.5 Setup from Microsoft:
http://www.microsoft.com/de-ch/download/details.aspx?id=21

Run the setup:

Microsoft .NET Framework 3.5 Setup P ] 54 W8 Microsoft NET Framework 3.5 Setup o =] 53

welcome to Setup .NEt Framework Setup Complete .NEt Framework
Be sure to carefully read and understand all the rights and restrickions described in the Microsoft .NET Framework 3.5 has been installed successfully.

licerise ters, You must accept the license terms before you can instal the software.

i Itis highly recommended that you download and install the latest service: packs and security
= dates For this product.

MICROSOFT SOFTWARE SUPPLEMENTAL Updates for this produd

LICENSE TERMS For mare infarmation, see Windows Update

Fress the Pags Down key to see more text.

& 1 have read and ACCEPT the terms of the License Agreement
€ 1 DO MOT ACCEPT the terms of the License Agresment

™ send information about my sekup experiences to Microsoft Corparation.
Details regarding the data collection policy:
Download File Size: 60 ME
Download Time Estimate: 2 hr 27 min (56 kbps)
L6 min (512 kbps)

2.2 IXXAT VCI V3 Driver
Start the VCI Driver Setup:

i

License Agreement
Please read the Following important infarmation before continuing,

Welcome to the VCI Setup Wizard

This will install the Wirtual CAM InterfaceVCI 3.5, 1.36826 (32bit)

Please read the following License Agreement. You must accept the kerms of this

The ¥irtual CAN Interface (VCI is a system extensian agreement before continuing with the installation,

intended to enable applications uniform access to different i’

TKRAT Inkerfaces. [X%AT Automation GmbH
Leibnizstr. 15, 88250 \Weingarten, Germany

It is recommended that vou close all ather Applications before,

Click ek ko continue, or Cancel ko exit Setup. May 30, 2008

[German version below]

I donot accept the agreement

Cancel < Back I Mext = I Cancel
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Select Destination Location
Where should ¥CI be installed?

Passion for Sensors

i Setup - ¥CI
Select Start Menu Folder
Where should Setup place the program's shortcuts?

J Setup will install WCT into the Fallowing Folder,

To continue, click Mext. IF you would like to select a different Folder, dlick Browse.

Browse

At least 3.7 ME of free disk space is required,

Setup will create the program's sharkcuts in the Following Start Menu Falder,

To continue, click Mext. IF you would lke to select a different Folder, click Browse,

Browse, |

<Bck [ mext> |

Cancel |

< Back I Mext > I

Cancel |

Select Additional Tasks
which additional tasks should be perfarmed?

i Setup - ¥CI

Ready to Install
Setup is now ready to begin installing ¥CI on your computer,

Select the additional tasks you would ke Setup to perform while installing I, then
click Next.

Additional icons:

r S.’_reate a deskkop icol
= for all users
" for the current user only

™ Create a Quick Launch icon

Click Install to continue with the installation, or click Back: if you wank to review or
change any settings.

Destination location:
Ci\Program Files\IXsATWCT 3.5

Start Menu folder:
IKXATIMCI 3.5

Manuals f Handbiicher:
Ci\Program Files\IXsATWCT 3.51doc

Lab¥IEMW ¥Is:  C:iProgram Files\IXxATIWCT 3,5\ abview
SDK Examples | Beispiele: C:AProgram Files|INZATWCT 3.5sdk.
MET Examples | Beispiele: Ci\Program Files\IXsaTiYCT 3.5 net2

o)

K
< Back I Mext = I Cancel < Back Cancel |
Restart your Computer
IS

Completing the VCI Setup Wizard

To complete the installation of YCI, Setup musk restart your
computer, Would you like to restart now?

Mo, Iwill restart the computer later
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Connect the USB-to-CAN Adapter

Found New Hardware Wizard

Welcome to the Found New
l& Hardware Wizard

‘Windows will search for current and updated software by
looking on vour computer, on the hardware installation CO. or on
the 'Windows Update \w/'eb site [with pour permission]

Read our privacy policy

Can Windows connect to ‘Windows Update to search for
software?

7 ‘es, this time only

1 es, now and gveny time | connect a device

@ Ho, not this i

Click Net to continue.

Passion for Sensors

Found New Hardware

=

This wizard helps you install software for.

W13 USE-+o-CAN compact

..') If your hardware came with an installation CD

\_

& o1 Hoppy disk. insert it now.

“whal do you want the wizard to do?

1 {nstall the software automatically (Fecommended}
7 Install from a list or specific location [dvanced)

Click Nest to continue.

< Back. I Hext > I Cancel < Back I Hext > I Cancel
Found New Hardware Wizard
e Completing the Found New
Q\ Hardware Wizard

The wizard has finished installing the software for:

@ W13 USE-+o-CAN compact

Click Finish to close the wizard.
< Back [Cancel
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# Setup - CANOpenToolsuite

CANOpen Toolsuite

Welcome to the
CANOpenToolsuite Setup Wizard
This will install CANOpenToolsuite, exe on your computer.,

It is recommended that you close all other applications before
continuing,

Click Mext to continue, or Cancel to exit Setup,

=lolx|

Passion for Sensors

Z] Setup - CANDpenToolsuite

License Agreement
Please read the Following impartant infarmation before continuing,

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

ITHIS SOFTWARE IS PROVIDED BY BAUMER "A5 IS” AMD ANY EXPRESS OR IMPLIED
WARRAMTIES, INCLUDING, BUT MOT LIMITED TCy, THE IMPLIED "WARRAMTIES OF
MERCHAMTABILITY AMD FITMESS FOR A PARTICULAR FURPOSE ARE DISCLAIMED.
(1 WO EVENT SHALL BAUMER BE LIAELE FOR ANY DIRECT, INDIRECT, INCIDEMTAL,
ISPECTAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT
LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,
DATA, OR PROFITS; OR BUSIMESS INTERRURTION) HOWEYER CALISED AND OM ANY
THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT
(INCLUDIMG NEGLIGENCE OR OTHERWISE) ARISING IN ANY WY OUT OF THE USE
IOF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE,

= 1dn not accept the agreement

Cancel

< Back I Mext > I

Cancel |

{5 Setup - CANOpenToolsuite

Information
Flease read the Following important information before continuing.

15 Setup - CANOpenToolsuite

Select Destination Location
‘Where should CANOpenToolsuite be installed?

=10l.x|

‘When you are ready to continue with Setup, click Mext,

System Requirements

To use the CAMNOpenToolsuite (or parts of it like FirmwareMaster, CAMMaster, ebe.)
beware of the Following requirements:

- Operating system: Windows XP, Windows 7, Windows &

- .MET Framework 3.5

- WCI Driver Yersion 3.2 ar higher (Windaws %P}, YCI Driver 3.5.1 or higher {Windows
7, windows 8), (http: /v ixxat.dejdownload vei w3 de.htmly

-J Setup willinstall CANOpenTaolsuite inta the Following Falder.

To continue, click Mext. IF you would lke to select a different folder, click Browse,

Browse... |

At least 3.2 MB of free disk space is required.

< Back. I Mext > I Cancel

< Back I [ext > I

Cancel |

{5 Setup - CANOpenToolsuite

Select Components
‘Which components should be installed?

iie Setup - CANOpenToolsuite

Select Components
‘Which components should be installed?

Select the components you want ko install; dear the components you do not want to
install. Click Mext when you are ready to continue.

AMOpen Toolsuite Basic 2.5MB
- (@ Default Viewset For Cyclic Encoders 0.1 MB
- Default Viewset For Cyclic Encoders redundant 0.1 MB
- €0 Default Viewset For Linsar Encoders 0.1 MB
- €2 Default Yiewset For M514 Drives 0.1 MB
- O Default Viewset For MSQAIMSEA Drives 0.1 MB
- D FirmwareMaster 0.4 MB

Current selection requires at least 3.2 MB of disk space.

Select the components you want to install; clear the components vou do nat wank ta
install. Click Mext when you are ready to continue,

ICustom installation J
CAMOpen Toolsuite Basic 2.9MB

- (& Default Viewset For Cyclic Encoders 0.1MB

- O Default Viewset For Cyclic Encoders redundant 0.1 MB

- €0 Default viewset For Linesr Encoders 0.1 MB

- €2 Default Yiewset For M31A Drives 0.1 ME

- O Default Viewset For MSQAMSER Drives 0.1 MB

Current selection requires at least 3.5 MB of disk space.

< Back. I Mext > I Cancel

< Back I Mext = I cancel
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{8 Setup - CANOpenToolsuite = {8 Setup - CANOpenToolsuite

Select Additional Tasks
which additional tasks should be perfarmed?

Select Start Menu Folder
Where should Setup place the program's shortcuts?

. " . . ) Select the additional tasks you would like Setup to perform while installing
Setup will create the program's shortcuts in the Following Start Menu Folder CANOpenToolsuite, then click Next.

Additional icons

To continue, click Mext. IF you would like to select a different Folder, dlick Browse.

Brow:

< Back I Mext = I Cancel | < Back I Mext = I Cancel

El Setup - CANDpenToolsuite B ] |

Completing the CANOpenT oolsuite
Setup Wizard

Setup has finished installing CAMOpenToalsuite on your
computer, The application may be launched by selecting the
installed icons,

Click Finish ko exit Setup.
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3 Windows 7 (32bit/64bit)
3.1 .NET Framework 3.5

Windows 7 has a preinstalled .NET Framework 3.5. No Addition Framework installations are required.

3.2 IXXAT VCI V3 Driver
To install the driver for the IXXAT USB-to-CAN Adapter Administrative rights are required.

i3 Setup - val

Lizenzvereinbarung
Wﬂkommqn zum VCI Lesen Sie bitte folgende, wichtige Informationen bevar Sie fortfahren.
Setup-Assistenten

Installation des Virtual CAN InterfaceVCI 3.5.1.3826 (64bit) Lesen Sie bitts die folgenden Lizenzversinbarungen, Benutzen Sie bei Bedarf die
Bildlaufieiste oder driicken Sie die "Bild Ab™Taste,

Beim Virtual CAN Interface (VCI) handelt es sich um eine

Systemerweiterung dessen Aufgabe darin besteht -

Applikationen einen einheitichen Zugriff auf unterschiedliche TXXAT Automation GmbH @

Geréate und Interfacekarten von IXXAT zu ermbglichen. Leibnizstr, 15, $5250 VWeingarten, Germany =

Sie sollten alle anderen Anwendungen beenden, bever Sie mit
dem Setup fortfahren. May 30, 2008

"Weiter™ zum Fortfahren, "Abbrechen” zum Verlassen,

[German version below]

(7 Ich lehne die Yereinbarung ab

l < Zuriick ][_ Weiter > ] [Abbr_echen ]

Ziel-Ordner wahlen Startmenii-Ordner auswahlen H
Wohin sall VCI installiert werden? Wo sall das Setup die Programm-Verknupfungen erstellen?

J it S Vi s Sty e by | i E,asséfat:p wird die Programm-Verknipfungen im folgenden Startmenti-Ordner
Klicken Sie auf "Weiter", um fortzufahren, Klicken Sie auf "Durchsuchen”, falls Sie einen Klicken Sie auf "Weiter”™, um fortzufahren, Klicken Sie auf "Durchsuchen®, falls Sie einen
anderen Ordner auswahlen machten, anderen Ordner auswahlen méchten,

Progra suchen [oexATVET 3.5] suchen
Mindestens 3,7 MB freier Speicherplatz ist erforderlich.
[ < Zurtick ]L Weiter > ] l Abbrechen < Zurtick ][ Weiter = ] [ Abbrechen

Zusitzliche Aufgaben auswihlen Installation durchfiihren H
Welche zusatzlichen Aufgaben sollen ausgefiihrt werden? Das Setup ist jetzt bereit, ¥CI auf Threm Computer zu installieren. e
L
Wahlen Sie die zusatzlichen Aufgaben aus, die das Setup wahrend der Installation von Klicken Sie auf “Installieren”, um mit der Installation zu beginnen, oder auf "ZurGck™,
ﬂ WCI zusfithren soll, und Kicken Sie danach auf “Weiter™, ﬂ um Ihre Einstellungen zu dberpriifen oder zu dndern,
Zusatziche Symbole: Ziel-Ordner: -
3 C:\Program Files\DXXATWCL 3.5
O
o Startmenii-Ordner:
() fir glle Benutzer DOATWVCL 3.5
(") nur fur aktuellen Benutzer
Manuals [ Handbiicher:
[7] symbol in der Schnellstartieiste erstellen C:\Program Files\DOXATIVCI 3. 5\doc
I I LabVIEW ¥Is:  C:\Program Files\IXXATWCI 3.5Yabview
SDK Examples | Beispiele: C:\Program Files\IXXAT\WCI 3. 5'sdk

MET Examples / Beispile: C:\Program Files\DO(ATIVCI 3.5\et2

< Zurlick "_ Weiter > ] [ Abbrechen <zurick || Instalieren { [ Abbrechen
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[ ) Windows Sicherhet

Méchten Sie diese Geratesoftware installieren?

Mame: VCI3 PC-104/PCT
Herausgeber: IXXAT Autormnation GrmbH

[¥] Software von "LXCAT Automation GribH™ immer |

wvertrauen,

Installieren | [ Nichtinstallieren |

':g' Sie sollten nur Treibersoftware von vertrauenswiirdigen Herausgebern installieren. Wie kann festgestellt

werden, welche Geratesoftware bedenkenlos installiert werden kann?

Beenden des VCI
Setup-Assistenten

Um die Installation von VCI abzuschliefien, muss das Setup
IThren Computer neu starten, Machten Sie jetzt neu starten?

. CompLter jetzt neu starten:

(7 Mein, ich werde den Computer spater neu starten

Connect the adapter to the USB Port. The Interface will be installed automatically.

The installed driver can be checked in the device manager.

b @ Aufgabenplanung
v 4] Ereignisanzeige
- @] Freigegebene Ordner
1 &8 Lokale Benutzer und Gn
& () Leistung
i Gerate-Manager
a {75 Datenspeicher
i=9 Datentragerverwaltung
I :ﬂg Dienste und Anwendungen

PCI-Kommunikationscontroller (einfach)
il Serieller PCl-Anschluss
7 Anschlasse (COM & LPT)
Audio-, Video- und Gamecontroller
Computer
- = Diskettenlaufwerkcontroller
I Diskettenlaufwerke

i DVD/CD-ROM-Laufwerke
|.; % Eingabegerate (Human Interface Devices)
o B Grafikkarte
1+ IDE ATA/ATAPL-Controller
a P DOAT VCIV3 Interfaces

£ VB USB-to-CAN compact

I g Laufwerke
[ ﬂ Mause und andere Zeigegerite
1 W4 Monitore
b B Prozessoren
1y Systemgerste
-z Tastaturen
BB Tragbare Gerite
1+ @ USB-Controller

Datei  Aktion Ansicht ?

e 7B HE & EMS

a3

_g‘ Computerverwaltung (Lokal) - ﬁ bend-PC f

a ff} system Andere Gerite R e B

Allgemein | Hardware Info | Devies Seftings | Treiber | Details

-,
Treiberanbieter
Treiberdatum:
Treiberversion
Signaturgeber:

H
8

Treber aktualisiersn. ..

[ Vorheriger Treber

" WICI2 USB40-CAN compact

IX¥AT Automation GmbH
22082012
1.3.1.3826
DEXAT Automation GmbH

Einzelheiten (ber Treberdateien anzeigen

Treibersoftware fir dieses Gerdt aldualisiersn

Vorherigen Treiber verwenden, falls das Gerat
nach der Treiberaktualisierung nicht
ordnungsgemal funktioniert.

Das susgewahite Gerat deaktivieren

Treiber deinstalliersn (Erweitert)

@m 3512382

%) weinet2,dll

Passion for Sensors
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3.3 CANOpen Toolsuite

To Install the CANOpen Toolsuite to the System Drive C: Administration Rights are required.

| §5) Setup - CANOpenToolsuite = ‘Setup - CANOpenT

License Agreement

Welcome to the Please read the following impartant information before continuing.

CANOpenT oolsuite Setup Wizard

This will install CANOpenToolsuite.exe on your computer. Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.
It is recommended that you close all other applications before

continuing. THIS SOFTWARE IS PROVIDED BY BAUMER "AS IS” AND ANY EXPRESS OR IMPLIED
(WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
Click Mext to continue, or Cancel to exit Setup. MERCHANTABILITY AMD FITMESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED,

TN MO EVENT SHALL BAUMER BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL,
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT
LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,
DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY
[THEQRY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILTTY, OR TORT
{INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE
(OF THIS SOFTWARE, EVEM IF ADVISED OF THE POSSIEILITY OF SUCH DAMAGE,

accept the agreeme

) 1 do not accept the agreement

| Cancel < Back M Next > ]| Cancel J

‘Setup - CANOpenT

Select Destination Location
Where should CANOpenToalsuite be installed?

Information
Please read the following impartant information before continuing.

When you are ready to continue with Setup, dick Next.
b x i J Setup will install CANOpenToolsuite into the following folder,

ystem Requirements
To continue, dick Next. If you would ke to select a different folder, dick Browse.

‘ Browse...

ITo use the CANCpenToolsuite (or parts of it ke FirmwareMaster, CAMMaster, etc.)
beware of the following requirements:

- Operating system: Windows XP, Windows 7, Windows 8

- NET Framework 3.5

- VI Driver Version 3,2 or higher (Windows XP}, VCI Driver 3.5.1 or higher {Windows
17, Windows 8), ixcat. defdownload vd v3 de.himl

At least 3,2 MB of free disk space is required.

< Back M Next > ]l Cancel < Back J{ Next > ]| Cancel J

| 15 Setup - CANOpen

Select Start Menu Folder
Where should Setup place the program's shortcuts?

| Select Components
Which components should be installed?

Select the components you want to install; dear the components you do not want to
install, Click Next when you are ready to continue.,

i Setup will create the program's shortouts in the following Start Menu folder,

iy To continue, dick Next, If you would ke to select a different folder, dick Erowse.
Basic 2,5MB = = ‘ i
Default Viewset For Cydic Encoders 0,1MB [OWSE, ..

Default Viewset For Cydic Encoders redundant 0,1MB
Default Viewset For Linear Encoders 0,1MB
Default Viewset For MSIA Drives 0,1MB
Default Viewset For MSQA/MSBA Drives 0,1MB
|| FirmwareMaster 0,4ME

Current selection requires at least 3,2 MB of disk space,

< Back M Next > ]| Cancel < Back JL Next > ]l Cancel
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5 Setup - CANOpenToolsuits

Select Additional Tasks Ready to Install
Which additional tasks should be performed? Setup is now ready to begin instaling CANOpenToalsuite on your computer.
Select the additional tasks you would like Setup to perform while installing Click Install to continue with the installation, or dick Back if you want to review or
I CANOpenToolsuite, then dick Next. change any settings.
Additional icons: Destination location: -
e i(n‘ﬁj C:\Program Files {x86)\CANOpenToolsuite 1
Setup type: ‘
Standard Installation |
=
Selected components:
CAMOpen Toolsuite Basic
Default Yiewset For Cydic Encoders |
Start Menu folder:
CANOpenToolsuite
P )
< Back ” MNext > | | Cancel <Back |f Instal | Cancel
Completing the CANOpenToolsuite
Setup Wizard
Setup has finished instaling CANOperToolsuits on your
computer, The application may be launched by selecting the
installed icons,
Click Finish to exit Setup.
aunch CANOpsnToolsuits)
Finish I
Installation_Manual_CANOpenToolsuite_V2.x.x_rev02.docx 11/16 Baumer Electric AG
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4 Windows 8 (32bit/64bit)

4.1 .NET Framework 3.5

You can install the required .NET Framework 3.5 out of the Windows 8 Features:

In Control Panel, choose Programs and Features, choose Turn Windows features on or off, and then select
the .NET Framework 3.5 (includes .NET 2.0 and 3.0) check box. This option requires an Internet connection.
You do not need to select the child items.

Turn Windows features on or off @

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

IS NET Framework 3.5 (includes .NET 2.0 and 3.0) ~
[/, Windows Communication Foundation HTTP Activation
[[] /. Windows Communication Foundation Non-HTTP Activa
[m] || NET Framework 4.5 Advanced Services
[ |} Active Directory Lightweight Directory Services
1) Hyper-v
1. Internet Explorer 10
[l . Internet Information Services
O . Internet Information Services Hostable Web Core
| Media Features

w [ 11 Microsoft Messaae Queue (MSMO) Server he
< >

Cozs

Windows searches and downloads the required files from the internet.

x x
Q= © -
Downloading required files The following feature was successfully installed:
NET Framework 3.5 (includes NET 2.0 and 3.0)
You might need to restart apps that require this feature.
Installation_Manual_CANOpenToolsuite_V2.x.x_rev02.docx 12/16 Baumer Electric AG
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4.2  IXXAT VCI V3 Driver

Passion for Sensors

To install the driver for the IXXAT USB-to-CAN Adapter Administrative rights are required.

Welcome to the VCI Setup
Wizard

This will install the Virtual CAN InterfaceVCI 3.5.1.3826
(64bit)

The Virtual CAM Interface (VCI) is a system extension
intended to enable applications uniform access to different
TRAT Interfaces.

Tt is recommended that you close all other Applications

before.

Click Next to continue, or Cancel to exit Setup.

Select Destination Location
Where should VCI be installed?

‘ . Setup will install VCI into the following folder.

To continue, click Next. I you would like to select a different folder, click Browse.

| | Browse...

At least 3.7 MB of free disk space is required.

‘<_Back ” HNext > H 5anoel|

Select Additional Tasks
‘Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing VCI, then
click Next.

Additional icons:
{Create a desktop icont
(®) for all users
() for the gurrent user anly

[] create a Quick Launch icon

< Back ” HNext > H Cancel

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
g before with the

~
LCKAT Automation GmbH
Leibnizstr. 15, 88250 Weingarten, Germany
May 30, 2008
[German version below]
v

(®)T accept the agreement
(_)1do not accept the agreement

Select Start Menu Folder
Where should Setup place the program's shortcuts?

B copvemntemmmms s e G S e i
—

To continue, click Next. I you would like to select a different falder, click Browse.

| ‘ Browse...

Ready to Install
Setup is now ready to begin installing VCI on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files\IXXAT\VCI 3.5

Start Menu folder:
DXXAT\VCI 3.5

Manuals / Handbiicher:
C:\Program Files\IXXAT\VCI 3.5\doc

LabVIEW VIs:  C:\Program Files\DXXATYVCI 3.5\ abview
SDK Bxamples / Beispiele: C:\Program Files\DOXAT\VCI 3.5\sdk
.NET Bxamples [ Beispiele:  C:\Program Files\DOXAT\VCI 3.5\net2.

<gock | mswl | | cancel
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Name: VCI3 PC-104/PCI

Would you like to install this device software?

Publisher: IXXAT Automation GmbH

Automation GmbH",

Always trust software from "[XXAT ;

Install || Don't Install

‘\Q You should only install driver software from publishers you trust. How can | decide which
device software is safe to install?

Completing the VCI Setup
Wizard

To complete the installation of VCI, Setup must restart your
computer. Would you like to restart now?

(®)es, restart the comptter now!

() No, Twill restart the computer later

Connect the adapter to the USB Port. The Interface will be installed automatically.

The installed driver can be checked in the device manager.

canpc
@ Audio inputs and outputs
5 Batteries
B Computer
=a Disk drives
"‘_ Display adapters
&L} DVD/CD-ROM drives
g IDE ATA/ATAPI controllers
§ IEEE 1394 host controllers
ﬁ Imaging devices
¥ [XXAT VCI V3 Interfaces

¥ VCI3 USB-to-CAN compact
= Keyboards
¥ Mice and other pointing devices
£3 Modems
B Monitors
f‘-j Network adapters
ﬂb Other devices
7] PCMCIA adapters
W Portable Devices
Y2 Ports (COM & LPT)
3 @ Print queues
13 E Processors
(> B8 SD hast adapters
& [I¥ Security devices
Y

Ay v v v v vw v v G

v v vw

v v w

| General | Hardware Info | Device Settings |

er | Details | Events|

§  VCI3USB-to-CAN compact

U o

Driver Provider. IXXAT Automation GmbH

Driver Date: 22082012
Driver Version: 1313826
Digital Signer: IXXAT Automation GmbH

Driver Details To view details aboutthe driverfiles

Update Driver... To update the driver software for this device

Ifthe device fails after updating the driver. roll back

ol e 1o the previously installed driver.

isable Disables the selected device

I I
@

Uninstall To uninstall the driver (Advanced)

Crrimd vidnn amd mammn
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4.3 CANOpen Toolsuite

Passion for Sensors

To Install the CANOpen Toolsuite to the System Drive C: Administration Rights are required.

Welcome to the
CANOpenToolsuite Setup
Wizard

This will install CANOpenToolsuite.exe on your computer.

Tt is recommended that you close all other applications
before continuing.

Click Next to continue, or Cancel to exit Setup.

Information
Please read the following important information before continuing.

ol
o
License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

THIS SOFTWARE IS PROVIDED BY BAUMER. "AS IS” AND ANY EXPRESS OR IMPLIED
WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITMESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED.
IN NO EVENT SHALL BAUMER BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDEMNTAL,
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT
LIMITED TO, PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE,
DATA, OR PROFITS; OR BUSINESS INTERRUPTIOM) HOWEVER CAUSED AND ON ANY
THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT
(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE
(OF THIS SOFTVWWARE, EVEN TF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE.

®1 gccept the agreement:

() do not accept the agreement.

Select Destination Location
‘Where should CANOpenToolsuite be installed?

When you are ready to continue with Setup, dick Next.

System Requirements

To use the CANOpenToolsuite {or parts of it ke FirmwareMaster, CANMaster, etc.)
beware of the following requirements:

- Operating system: Windows XP, Windows 7, Windows 8

- NET Framework 3.5

- VCI Driver Version 3.2 or higher (Windows XP), VCI Driver 3.5.1 or higher (Windows
7, Windows 8), (http:{fwww ixxat.de/download vd v3 de.html)

J Setup will install CANGpenToalsuite into the fallowing folder.

To continue, click Next. I you would like to select a different falder, click Browse.

\Program Files (x86)\CANOpenT oolsuite | ‘ Browse...

At least 3.4 MB of free disk space is required.

[eme [ wo> | o]

i3
Select Components
Which components should be installed?

)

Select Start Menu Folder
Where should Setup place the program’s shortcuts?

Select the components you want to install; dear the components you do not want to
install. Click Mext when you are ready to continue.

Standard Installation v
B | CANOpen Toolsuite Basic 2.5MB
- (@) Default Viewset For Cydic Encoders 0.1MB

- () Default Viewset For Cydic Encoders redundant 0.1MB
(:J Default Viewset For Linear Encoders 0.1MB

- () Default Viewset For MSLA Drives 0.1MB
- () Default Viewset For MSQA/MSBA Drives 0.1MB
[] FirmwareMaster 0.4MB

Current selection reguires at least 3.2 MB of disk space.

Setup will create the program's shorteuts in the following Start Menu folder.
]

To continue, dick Mext. If you would like to select a different folder, dick Browse.

| [ eromnse...

< Back H Next > ‘l Cancel

< Back H Next > ‘l Cancel
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= Setup - CANOpenToolsuite

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing
CAMOpenToolsuite, then dick Next.

Additional icons

[[] Ereate 3 desktop ico

Cancel

< Back

Passion for Sensors

= Setup - CANOpenToolsuite

|

Ready to Install
Setup is now ready to begin instaling CANOpenToolsite on your computer.,

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location:
C:'\Program Files (x86)\CANOpenToolsuite

Setup type:
Custom installation

Selected components:
CANOpen Toolsuite Basic
Default Viewset For Cydic Encoders
FirmwareMaster

Start Menu folder:
CANOpenToolsuite

< Back

Cancel

—oTEN

Setup - CANOpenToolsuite

Completing the
CANOpenToolsuite Setup
Wizard

Setup has finished installing CANOpenToolsuite on your
computer. The application may be launched by selecting the
installed icons.

Click Finish to exit Setup.

Einish
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